
Architecture and Engineering Specifications

CM-1320A 
13 Inch Color CRT Monitor 
1. General

1.1. All equipment and materials shall be standard components that are regularly 
used in the manufacturer’s system.
1.2. The Color CRT Monitor shall be thoroughly tested in actual use.

1.3. The Color CRT Monitor shall be supported with an available toll-free (U.S. 
and Canada) technical support number from the manufacturer.

1.4. The Color CRT Monitor shall carry a manufacturer’s warranty of one year 
covering parts and labor.

2. Color Monitor Specifications
2.1. 
The Color CRT Monitor shall support EIA NTSC standard color composite 
video signal (1.0 V p-p, 75 ohm).
2.2. 
The Color CRT Monitor shall have a resolution of 450 lines.
2.3. 
The Color CRT Monitor Video input connector shall be BNC-type for 
composite and 4-pin (Y/C) type for S-VIDEO.
2.4. 
The Color CRT Monitor shall have Video output connector shall be BNC-
type for composite.
2.5. 
The Color CRT Monitor shall have provision for termination.
2.6. 
The Color CRT Monitor shall Front panel controls shall include reset, 
function, volume +, and volume-. 

2.7. 
The Color CRT Monitor shall be controlled by means of on-screen 
programming. 

2.8. 
The controls available via on-screen adjustment shall be contrast, 
brightness, sharpness, color, and tint. 
2.9. 
The Color CRT Monitor shall have black level expander.
2.10. The Color CRT Monitor shall have Digital Y/C Comb filter.
3. Electrical Specifications
3.1. 
The Color CRT Monitor shall be powered by 120 V AC +\- 10%, 60 Hz.
3.2. 
The Color CRT Monitor shall have an audio input impedance of 47k ohm.
3.3. 
The Color CRT Monitor shall have an audio power output of 1 watt.
3.4. 
The Color CRT Monitor shall have a built-in speaker. 

3.5. 
Audio input connector shall be RCA-type.
4. Environmental Specifications

4.1. The Color CRT Monitor shall have an ambient temperature range of 14 oF to 
122 oF.

4.2. The Color CRT Monitor shall have a humidity range of 0% to 90% relative 
humidity.

5. Physical Specifications

5.1. 
The Color CRT Monitor shall be a color video monitor with a 13" diagonal 
picture tube.
5.2. 
Dimensions shall not exceed 15.12"(W), 13.66"(H), and 14.45"(D). 

5.3. 
The weight of the Color CRT Monitor shall not exceed 21 lbs.

6. Mechanical Specifications

6.1. 
The Color CRT Monitor shall be rack mountable.
7. Certification Specifications

7.1. 
The Color CRT Monitor shall be UL listed.

8. Warranty

8.1. 
The camera shall have a manufacturer’s warranty of 1 year, parts and 
labor.
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